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Welcome to the World of HiVi

HiVi was originally founded by Hong Bo Yao in 1991. Just out of college, he saw an opportunity to start a business manufacturing high quality
audio drivers. This was unheard of in China at that time. HiVi quickly became an overnight success. Their quality was better than the
competition and the business quickly grew. But to ensure long term growth, HiVi needed a continual supply of new product for an ever
expanding audio industry.

To facilitate this and attract experienced talent from other countries they established a very well equipped R&D facility in Toronto Canada
in 1994. Soon the company was making waves in the audio industry with product that was innovative and affordable. They brought to market a high
quality isodynamic ribbon tweeter for a quarter of what it normally cost. Designed in Canada, made in China — the perfect combination.

In 1997 HiVi decided to expand its business into manufacturing finished speakers. Rather than re-invent the wheel so to speak, they decided to merge with
an already established high-end speaker manufacture Swans Speaker Systems. They opened an office in Los Angeles and Swans became the North American
and European marketing entity for finished speakers. Soon containers of speakers were entering the US marketplace. The home theater market was exploding
and consumers were demanding quality as well as a low price. Combining Swans design skills and HiVi's ability to make the product consistently was the
perfect marriage.

HiVi's next move was to jump into the growing Chinese home theater market. Up till this point in time HiVi was marketing speakers through independent audio
stores. Customers often complained about service. In a bold step, the company started it's own company stores. But they did more than just sell product.
Swans customers were treated like royalty. Product purchased was delivered to their home and set up by a trained technician — for free. Customers loved it
and HiVi's stores spread like wild fire. Two years later there are more than a thousand HiVi stores.

HiVi continues to expand. Their product line now includes home theater amplifiers, DVD players, multimedia speakers - the list keeps growing.

Their attention to quality is second to none. Every product that goes out the door has been tested and inspected at least 5 times — sometimes more. As a
result their defect rate is less than .8%, a figure that amazes others in the electronics industry. When you own your own stores you tend to be more careful.

They recently finished a large expansion at their manufacturing facility in Guangzhou This included the completion of the largest anechoic chamber in China.
Itis so big you could easily fit a truck in it.

Tomorrow belongs to China and HiVi is becoming China’s powerhouse in the global audio industry.

Al features and data refer to specific type numbers. Subject to change without notice.
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Swans T200A Professional Multimedia Monitor System

When Swans decided to surpass the already successful M200 active multimedia
speaker system, we knew we needed something very special. We wanted to
push back the limits of conventional multimedia sound and style to create a
whole new reference standard. Following extensive research and the
development of a bold new look, the T200A Professional Multimedia Monitor
System was born.

The T200A Professional Multimedia Monitor System is not just another multimedia
speaker. In fact, the T200A is actually a compact professional near-field monitor,
including audiophile engineering and on-board two powerful mono amplification
- just connect it to a line - level source and play. The T200A has powerful,
clean internal amplification unheard of in multimedia speaker systems - this
professional - grade active monitor speaker system works wonders on the
desktop too.

Incorporated in the T200A are Swans' own one-piece anodized 135mm/5.25"
aluminum - magnesium alloy woofer and 28mm/1.1" Scandinavian - style fabric-
dome tweeter. Each of these exclusive high-end drivers are made by Swans
to our own exacting specifications. Swans then lavished our best design talents
on perfecting the T200A's special sound, and the system exceeds even our
own high performance expectations.

The T200A uses Swans special piano-black lacquer finish with minimum -
reflection area genuine solid 6mm milled triangle aluminum driver panels for
a head-turning look second to none. Solid stainless pegs hold the removable
black cloth grilles.

The T200A Professional Multimedia Monitor System is a speaker system unlike
any other and it adds a touch of beauty and style to any desktop or home studio
environment.



Model: Swans T200A
System Series: 2.0 Pro Multimedia Series
Acoustic System:

System Type: Active 2-way 4th-order Vented-Box System

Drivers Configuration: 5" M5N Mid Range-Woofer, 28mm Soft Dome Tweeter
Frequency Range: 60Hz-20kHz (-6dB)

Horizontal Dispersion: 15deg at 250Hz-8000Hz<+4dB

Vertical Dispersion: 5deg at 250Hz-8000Hz < +4dB

Harmonic Distortion: 180Hz-20kHz<1% (2.83V/1m)

Sensitivity: 87dB(2.83V/1m)

Nominal Impedance: 8 ohms

Power Range: 10-60W

Amplifier System:

Frequency Range: 20Hz-20kHz (-0.5dB)

Rated Power: 40W RMS

Signal-to-Noise: >88dB

Harmonic Distortion: THD<0.05% (8 ohms, 1kHz,40W )

Input Sensitivity: 540mV Unbalanced; 500mV balanced

Input Impedance: 47k

Bass: Boost / Cut: n/a

Treble: Boost / Cut: n/a

Separation: n/a

Input Connectors: 1 x XLR Balanced Input Connector;
1 x Unbalanced Input Connector

Other Parameter:
Finish: Aluminum panel/Piano lacquer

Dimensions (mm): 217 x 272 x 383
Weight: 8kg

Swans T200A Professional Multimedia Monitor System



Swans wasn't content to let the stunning T200A have all the style so we developed the
superb T120 three-piece 2.1 multimedia package with matching piano-black lacquer
finish and the minimum - reflection area triangle real machined 6mm thick champagne
- anodized aluminum driver plates. The Swans T120 High-Definition Multimedia System
has to be the heaviest, best-built miniature active speaker in its class.

Each of the T120's satellite speakers uses an innovative Swans 75mm/3.0" aluminum -
magnesium alloy full range driver that requires no tweeter or crossover network and
delivers perfectly realistic sound. The matching subwoofer has Swans' exclusive
165mm/6.5" long excursion woofer and a 40 watt internal amplifier with enough power
to rock your gaming or desktop world.

T120 High-Definition Multimedia System



T120 High-Definition Multimedia Speaker System

Each T120 speaker features the same stainless grille pegs and striking removable black fabric grilles

as the Swans T-200A Professional Multimedia Monitor System shown elsewhere in this catalog.

Don't settle for less than an exciting and unusual multimedia experience called the Swans T120 High-

Definition Multimedia System: For a completely unique listening experience, fire up a T120. It's the

new wave in computer sound.

Model: Swans T120
System Series: 2.1 Hi-Definition Multimedia Series

Satellite
Model: Swans T100

Acoustic System:

System Type: 1-way Vented-Box System

Drivers Configuration: 3" M3N Full Range
Frequency Range: 83Hz-20kHz (-6dB)

Horizontal Dispersion: 15deg at 250Hz-8000Hz<+4dB
Vertical Dispersion: 5deg at 250Hz-8000Hz < +4dB
Harmonic Distortion: 300Hz-20kHz<1% (2.83V/1m)
Sensitivity: 84dB(2.83V/1m)

Nominal Impedance: 8 ohms

Power Range: 10-20W

Finish: Aluminum panel/Piano lacquer

Dimensions (mm): 150 x 190 x 188

Weight: 1.6kg

Powered Subwoofer
Model: Swans T120 SUB

Acoustic System:
System Type: Active 1-way Vented-Box System
Drivers Configuration: 6.5" F6BN Woofer

Frequency Range: 45Hz-200Hz (-6dB)
Sensitivity: 88dB(2.83V/1m)

Nominal Impedance: 8 ohms

Power Range: 10-60W

Finish: Aluminum panel/Piano lacquer
Dimensions (mm): 288 x 332 x 360
Weight: 9.6kg

Amplifier System:

Subwoofer

Frequency Range: 20Hz-120Hz (-0.5dB)

Rated Power: 40W RMS

Signal-to-Noise: >85dB

Harmonic Distortion: THD<0.1% (8 ohms, 100Hz, 40W )
Input Sensitivity: 380mV

Input Impedance: 22k

Satellites

Frequency Range: 120Hz-20kHz (-0.5dB)

Rated Power: 15W x 2 RMS

Signal-to-Noise: >90dB

Harmonic Distortion: THD<0.08% (8 ohms, 1kHz,15W )
Input Sensitivity: 460mV

Input Impedance: 22k

Separation: >70dB(R,L)



Swans M200 Professional Multimedia Monitor System

When we say you can hear the difference, we mean it.
The Swans M200 active speaker system is Swans' classic
high-end multimedia loudspeaker and an international
performance, value, and popularity leader.

It's been almost a half-decade since Swans first realized
the full potential of computer sound with the classic M200.
Originally designed as a compact active monitor, the
M200 has gone on to become one of the most noteworthy
high-end multimedia speakers in the world.

Swans endowed the M200 Professional Multimedia Monitor
System with the same premium acoustical design we did
our best hi-end speakers but added powerful dual internal
amplifiers and easy to use front-panel controls. Each
M200 includes a 135mm/5.25" Swans polypropylene mid
- woofer and 25mm/1.0" soft fabric dome tweeter. Wood
side panels lend style, substance and balance, and the
stylish removable black knit grille offers great looks as
well.

The M200 is a speaker perfectly suited for the desktop
gamer or audio / videophile who wants fantastic, full-
frequency sound at a great value. Audition the M200
Professional Multimedia Monitor System and hear what
everyone's talking about.

"The M200 is without a doubt the most musically adept
multimedia system | have had the pleasure to listen to...

-- 3D Sound Surge

" | also cued up Deliverer by Turkish Ethno-Pop diva

Sezen Aksu. Lo and behold, there she was in my kitchen

seducing me with that highly emotive, peculiarly "broken"
voice of hers that always raises my hackles. "

-- World Premiere!

Diva by Swans M200 Multimedia Loudspeakers

-- Srajan Ebae www.enjoythemusic.com



Model: Swans M200
System Series: 2.0 Hi-End Multimedia Series
Acoustic System:

System Type: Active 2-way 4th-order Vented-Box System

Drivers Configuration: 5" Mid Range-Woofer, 25mm Soft Dome Tweeter
Frequency Range: 62Hz-20kHz (-6dB)

Horizontal Dispersion: 15deg at 250Hz-8000Hz<+4dB

Vertical Dispersion: 5deg at 250Hz-8000Hz < +4dB

Harmonic Distortion: 100Hz-20kHz<1% (2.83V/1m)

Sensitivity: 87dB(2.83V/1m)

Nominal Impedance: 5 ohms

Power Range: 10-40W

Amplifier System:

Frequency Range: 20Hz-20kHz (-0.5dB)

Rated Power: 15Wx2 RMS (5 ohms, 1kHz, THD<0.1% )
Signal-to-Noise: >85dB

Harmonic Distortion: THD<0.06% (8 ohms, 1kHz,10W )
Input Sensitivity: 700mV

Input Impedance: 22k[]

Bass: Boost / Cut: +10dB(100Hz)

Treble: Boost / Cut: +8dB(10kHz)

Separation: >70dB

Other Parameter:
Finish: Walnut

Dimensions (mm): 178 x 252 x 350
Weight: 7.7kg / 6kg (Master / Slave)

Swans M200 Professional Multimedia Monitor System



Swans M20-5.1 High-End Multimedia Home Theater System

In a world of converging multimedia and desktop
theater, the Swans M20-5.1 is a simply brilliant idea:
Swans took the successful 75mm/3.0" full range
satellites from the original M20L system, added two
identical rear effects speakers, designed a high-
output center channel speaker also with 75mm/3.0"
aluminum - magnesium alloy drivers and completed
the system with a larger 205mm/8.0" long excursion

active woofer.

The result is Swans most powerful active speaker system, perfect for home theater or gaming
playback in a smaller environment. As with the other Swans multimedia and active speaker systems,
the M20-5.1 High-End Multimedia & Home Theater System is built to exacting furniture-grade
standards.

With the emergence of multi-channel desktop entertainment, the demand for sonic excellence from
compact, self-powered speakers is clear and Swans has answered with this new compact speaker
system. The M20-5.1 easily fits almost anywhere but delivers the true performance possible from
today's advanced media and gaming systems.



The Swans' M20-5.1 High-End Multimedia & Home Theater System. Four matched 75mm/3.0" full range speakers,
dedicated high-output center channel speaker with dual 75mm/3.0" and 25mm/1.0" soft fabric dome tweeter, plus our
powerful 205mm/8" self-amplified multimedia subwoofer, all clad in Swans' classic wood and black lacquer look. The

Swans M20-5.1 makes your desktop film or gaming experience complete.

Model: Swans M20-5.1 High-End Multimedia Home Theater System

Series: 5.1 Hi-End Multimedia Series

Satellite
Model: Swans M20S

Acoustic System:

System Type: 1-way Sealed-Box System

Drivers Configuration: 3" M3N Full Range
Frequency Range: 118Hz-20kHz (-6dB)
Horizontal Dispersion:15deg at 250Hz-8000Hz<+4dB
Vertical Dispersion: 5deg at 250Hz-8000Hz < +4dB
Harmonic Distortion: 300Hz-20kHz<1% (2.83V/1m)
Sensitivity: 83dB(2.83V/1m)

Nominal Impedance: 8 ohms

Power Range: 10-20W

Other Parameter:

Finish: Walnut/Piano lacquer
Dimensions (mm): 126 x 125 x 116
Weight: 1.2kg

Satellite Centre
Model: Swans M20-5.1C

Acoustic System:

System Type: 2-way Sealed-Box System

Drivers Configuration: 3" M3N x 2, TN25 Tweeter
Frequency Range: 90Hz-20kHz (-6dB)

Horizontal Dispersion: 15deg at 250Hz-8000Hz<+4dB
Vertical Dispersion: 5deg at 250Hz-8000Hz < +4dB
Harmonic Distortion: 280Hz-20kHz<1% (2.83V/1m)
Sensitivity: 85dB(2.83V/1m)

Nominal Impedance: 4 chms

Power Range: 10-40W

Other Parameter:

Finish: Walnut/Piano lacquer
Dimensions (mm): 279x 126 x 116
Weight: 3kg

Powered Subwoofer
Model: Swans M20-5.1 SUB

Acoustic System:

System Type: Active 1-Way Vented-Box System
Drivers Configuration: 8" Sub-Woofer
Frequency Range: 30Hz-180Hz (-6dB)

Power Range: 10-60W

Finish: Walnut/Piano lacquer
Dimensions (mm): 327 x 321 x 298
Weight: 13.5 kg

Amplifier System:

Subwoofer

Frequency Range: 20Hz-120Hz (-0.5dB)

Rated Power: 50W RMS

Signal-to-Noise: >85dB

Harmonic Distortion: THD<0.1% (8 [I, 100Hz, 50W )
Input Sensitivity: 120mV

Input Impedance: 15k

Satellites

Frequency Range: 120Hz-20kHz (-0.5dB)

Rated Power: 15W x 5 RMS

Signal-to-Noise: >90dB

Harmonic Distortion: THD<0.08% (8 [J, 1kHz,15W )
Input Sensitivity: 500mV

Input Impedance: 22k[J

Separation: >70dB(FL, FR, C, SL, SR)



M20W professional multimedia monitor system

Lend classic Swans style to the desktop with the M20W three-piece 2.1 Hi-end Multimedia System. This compact
but powerful full range active speaker system borrows distinctive Swans simulated wood grains and piano-black
lacquer from our full-sized audiophile speakers and brings them to your multimedia world.

In each M20W satellite Swans uses our own unique full range 75mm/3.0" anodized alloy driver, which requires
no tweeter or crossover network. This purist approach ensures great audiophile imaging and focus while the
matched 135mm/6.5" powered subwoofer delivers dynamic bass energy.

Like all Swans multimedia and monitoring products, the
M20 Hi-End 2.1 Multimedia System is self-powered with
plenty of clean amplifier output and is built to surprisingly
heavy standards in the tradition of all premium Swans
craftsmanship. Removable black fabric grilles perfectly
complement the M20W.

Recharge your multimedia world while adding a touch of
elegance. The M20W Hi-End 2.1 Multimedia System is
premium 2.1 sound in an easy to place package.




Model: Swans M20W

System Series:
2.1 Hi-End Multimedia Series

Satellite
Model: Swans M20S

Acoustic System:

System Type: 1-way Sealed-Box System
Drivers Configuration: 3" M3N Full Range
Frequency Range: 118Hz-20kHz (-6dB)
Horizontal *Vertical Dispersion:

Frequency Range: 50Hz-180Hz (-6dB)
Sensitivity: 88dB(2.83V/1m)

Nominal Impedance: 8 ohms

Power Range: 10-40W

Finish: Walnut/Piano lacquer
Dimensions (mm): 234 x 257 x 227
Weight: 7.5kg

Amplifier System:

Subwoofer
Frequency Range: 20Hz-120Hz (-6dB)

15deg at 250Hz-8000Hz<+4a@yver: 30W RMS

Harmonic Distortion:
300Hz-20kHz<1% (2.83V/1m)
Sensitivity: 83dB(2.83V/1m)
Nominal Impedance: 8 ohms
Power Range: 10-20W
Finish: Walnut/Piano lacquer
Dimensions (mm): 126 x 125 x 116
Weight: 1.2kg

Powered Subwoofer
Model: Swans M20W SUB

Acoustic System:

System Type:

**Active 1-Way Sealed-Box System
Drivers Configuration: 6.5" Subwoofer

Signal-to-Noise: >85dB

Harmonic Distortion:

**THD<0.1% (8 ohms, 100Hz, 30W )
Input Sensitivity: 200mV

Input Impedance: 22k[J

Satellites
Frequency Range:
*1 20Hz-20kHz (-0.50B) Rated
Power: 15Wx2 RMS
Signal-to-Noise: >90dB
Harmonic Distortion:
**THD<0.08% (8 ohms, 100Hz,30W )
Input Sensitivity: 500mV
Input Impedance: 22k[J
Separation: >70dB (R, L)



The way in which we store our music has changed dramatically. The computer hard drive is
quickly eclipsing the CD as a storage medium. Now it is possible to park your whole music
collection, and then some, inside your laptop or PC. Those plastic multimedia speakers that
came bundled with your computer are not going to cut it any more. If music matters, consider
if you will, the Swans S200.

This beautiful self-powered speaker is sculptured from medium density fiberboard - not plastic,
The S200 is has a solid musical presence. Trebles are clean, not harsh. The tweeter is the
same unit we use in our room filling premier systems. The TN28 tweeter plays like a sweet
violin.

The complimentary 5-inch woofer has a massive magnet structure and plays down to 45 Hz,
enough to get you feeling the music. Both drivers are shielded so parking them beside your
monitor is not a problem. The S200 comes with individual tone controls for bass and treble
and has an easy to reach volume control.

The unique shape of the S200 is achieved by a innovative technology that our cabinet shop
developed, and allows us to sculpture MDF into shapes not easily done before. This is not a
plastic speaker, it's wood. The sound is rock solid and lays waste to the premise that computer
speakers don't sound as good as “real” speakers

The cabinets are finished in a elegant piano lacquer finish. Each cabinet is meticulously hand
polished to a mirror finish and comes in its own protective cotton bag.

They were designed from the ground up as high-end multimedia speakers. They speak for
themselves. Just take them out of the box, plug them in and listen. You will not be disappointed
at what you hear.



Model: HiVi S200
System Series: 2.0 Hi-End Multimedia

Acoustic System:

System Type: Active 2-way 4th-order Vented-Box
System

Drivers Configuration: 5" Paper/Kavlar Mid Range-
Woofer, 28mm Soft Dome Tweeter

Frequency Range: 47Hz-20kHz (-6dB)

Horizontal Dispersion: 15deg at 250Hz-8000Hz <
+4dB

Vertical Dispersion:5deg at 250Hz-8000Hz < +4dB
Harmonic Distortion: 120Hz-20kHz<1% (2.83V/1m)

Sensitivity: 87dB(2.83V/1m)
Nominal Impedance: 5 ohms

Power Range: 10-60W

Amplifier System:

Frequency Range: 20Hz-20kHz (-0.5dB)
Rated Power: 15Wx2 (5 ohms, 1kHz, THD<0.1%)
Signal-to-Noise: >85dB

Harmonic Distortion: THD<0.06% (8 ohms, 1kHz,
10W)

Input Sensitivity: 700mV Unbalanced
Input Impedance: 22k[]

Bass: Boost / Cut: +/-10dB(100Hz)
Treble: Boost / Cut: +/-8dB(10kHz)
Separation: >70dB (L, R)

Other Parameter:

Finish: Piano lacquer
Dimensions (mm): 195 x 246 x 363
Weight: 8.8kg(With Amp)/6.7kg



The S400 is a 2.1 Hi-end multimedia speaker finished in metallic silver color with a definite European styling that
is both functional and beautiful. The "ball" shape by nature is an extremely rigid shape and thus ideal for small
speakers. As a result the sound is focused and clear. The satellites incorporate a unique full range 3" driver
designed and built in our own factory that has an amazingly flat response negating the need for a crossover.

The powered woofer cabinet is vented for maximum low frequency extension and incorporates a long excursion
5" woofer.

The speakers can be easily connected to your computer or portable CD player to bring music into any room in
your house. The sound is full and relaxing.

The heart if any speaker is the driver inside. For over 12 years we have been the largest manufacturer of high-
end drivers in China. Our technology is vastly superior to our competitors and you can hear it the difference.

S400 Hi-End 2.1 Multimedia System



Model: Swans S400
System Series: 2.1 Hi-End Multimedia Series

Satellite
Model: Swans S400

Acoustic System:

System Type: 1-way Vented-Box System

Drivers Configuration: 3" C3N Full Range

Frequency Range: 165Hz-18kHz (-6dB)

Horizontal Dispersion: 15deg at 250Hz-8000Hz<+4dB
Vertical Dispersion: 5deg at 250Hz-8000Hz < +4dB
Harmonic Distortion: 200Hz-20kHz<1% (2.83V/1m)
Sensitivity: 80dB(2.83V/1m)

Nominal Impedance: 8 ohms

Power Range: 5-15W

Other Parameter:

Finish: Silver
Dimensions (mm): 122 x 118 x 111
Weight: 0.75kg

Powered Subwoofer

Model: Swans S400 SUB

Acoustic System:

System Type: Active 1-way Vented-Box System
Drivers Configuration: 5" P5SN Woofer
Frequency Range: 40Hz-180Hz (-6dB)
Sensitivity: 86dB(2.83V/1m)

Nominal Impedance: 8 ohms

Power Range: 10-30W

Amplifier System:

Frequency Range: 20Hz-180Hz (-0.5dB) Subwoofer
Frequency Range: 180Hz-20kHz (-0.5dB) Satellites
Rated Power: 15Wx2+30W RMS

Signal-to-Noise: >85dB

Harmonic Distortion: THD<0.05% (8 ohms, 100Hz,20W )
Input Sensitivity: 280mV

Input Impedance: 22k[J

Separation: >70dB(R,L)

Other Parameter:
Finish: Silver

Dimensions (mm): 270 x 206 x 225
Weight: 5kg



This little speaker is a gem and it sounds as good as it looks. The fit and finish leave other plastic
multimedia speakers in the dust.

The amplifier in the speaker is our own design. That is because we can do it better. We wanted
an amplifier that will make these speakers exciting to listen to. They are equipped with separate
bass and treble controls - with boost — great when you want to boogie. The cabinets are rigid
medium density fiberboard construction. The front is finished in hand polished piano black lacquer
accented with chrome faceplates. The woofer is our new 4” Kevlar/paper design that sounds simply
wonderful, especially with female voices — the ultimate test for a small speaker. The 25mm soft
dome tweeter excels at unraveling detail in complex pieces without sounding harsh or strained.
This speaker is a steal. The quality is incredible and they are comparable to others costing three
times as much. You will enjoy these speakers every time you turn them on.

HiVi D1010 Music Multimedia



Model: HiVi D1010

System Series: 2.0 Music Multimedia

Acoustic System:

System Type: Active 2-way 4th-order Vented-Box System

Drivers Configuration: 4" Paper/Kavlar Mid Range-Woofer,

25mm Soft Dome Tweeter
Frequency Range: 65Hz-20kHz (-6dB)
Harmonic Distortion: 100Hz-20kHz<1% (2.83V/1m)
Sensitivity: 85dB(2.83V/1m)
Nominal Impedance: 8 ohms

Power Range: 5-35W

Amplifier System:

Frequency Range:20Hz-20kHz (-0.5dB)

Rated Power:10Wx2(8 ohms, 1kHz, THD<0.1%)
Signal-to-Noise: >75dB

Harmonic Distortion: THD<1% (8 ohms, 1kHz, 10W )
Input Sensitivity: 500mV Unbalanced

Input Impedance: 22k

Bass: Boost / Cut: +/-10dB(100Hz)

Treble: Boost / Cut: +/-8dB(10kHz)

Separation: >60dB (L, R)

Other Parameter:

Finish: Rosen Baum/Black Piano lacquer

Dimensions (mm): 153 x 190 x 225
Weight: 3.5kg(Master)/2.5kg(Slave)

Model: HiVi D1080

System Series: 2.0 Music Multimedia

Acoustic System:

System Type: Active 2-way 4th-order Vented-Box System

Drivers Configuration: 5" Paper/Kavlar Mid Range-Woofer,

FrrAkrkkxk25mm Soft Dome Tweeter

Frequency Range: 55Hz-20kHz (-6dB)

Harmonic Distortion: 100Hz-20kHz<1% (2.83V/1m)
Sensitivity: 87dB(2.83V/1m)

Nominal Impedance: 8 ohms

Power Range: 5-40W

Amplifier System:

Frequency Range:20Hz-20kHz (-0.5dB)

Rated Power:10Wx2(8 ohms, 1kHz, THD<0.1%)
Signal-to-Noise: >75dB

Harmonic Distortion: THD<1% (8 ohms, 1kHz, 10W )
Input Sensitivity: 500mV Unbalanced

Input Impedance: 22k

Bass: Boost / Cut: +/-10dB(100Hz)

Treble: Boost / Cut: +/-8dB(10kHz)

Separation: >60dB (L, R)

Other Parameter:

Finish: Rosen Baum/Black Piano lacquer

Dimensions (mm): 180 x 234 x 362
Weight: 5.4kg(Master)/4.3kg(Slave)






