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Welcome to the World of HiVi

HiVi is a leading hi-end speaker manufacturer in audio industry. Employing some of the worlds’ finest electro-acoustical technicians and craftsmen, the

company established state-of-the art R+D facilities in Toronto, Canada in 1994 and was fueled by early successes with innovative speaker driver designs.

In 1997, HiVi merged with highly-regarded speaker manufacturer Swans and opened corporate offices in Monterey Park, California.

HiVi’s proprietary driver technologies including isodynamic ribbon tweeter are employed by many of the audio industry’s top brands. With focused re-invest-

ment in research and development, HiVi continues to advance the art and science of electro-acoustical engineering. The merger with Swans provided

the opportunity for complete system research and design. Within a few short years, the company’s steadfast commitment to uncompromising audio per-

formance was receiving noteworthy recognition and critical acclaim:

2000 T.H.E. Show: “Exceptional Value Award” – HiVi Swans Diva Speakers

2002 T.H.E. Show: “Award of Excellence” – HiVi Swans F1HT

2003 CES: “Best of CES 2003 High-End Audio Finalists Award” – HiVi Swans 2.2 HT

2003 T.H.E. Show: “Most Innovative Speaker Design Award” - HiVi Swans T600F

2004 T.H.E. Show: “Excellence in Design and Engineering Award” HiVi Swans M20000HT

2005 CES: “Best of CES 2005 Ultimate Audio Finalists Award” – HiVi Swans S600HT

HiVi’s range of drivers and complete speaker systems have established in niche European, Asian and North American markets for more than a decade.

HiVi wholly owns 300 retail stores across Asia, with direct retail presence in an additional over 1000 locations. With critical success has come substantial

growth, and HiVi’s markets continue to expand globally. The HiVi product range has also grown to serve these markets to include high-quality car audio

systems, custom home installation speakers, home theater amplifiers and multi-media systems along with home theater systems and drivers.

HiVi founder and President HongBo Yao continues to drive the company to new heights. The new finished anechoic chamber is the largest in Asia. Ongoing

research and development programs continue to produce innovative products and technologies – raising the bar on what is possible in high-quality audio

reproduction. HiVi is capitalizing on these technologies and extending product offerings successfully into new markets and new categories – converting

listeners to audiophiles with uncompromised excellence.

Hear different.



1.The tweeter sounds state-of-the-art to me, which is no surprise considering its well-

designed ribbon construction.  What most surprised me, though, is the top-to-bottom

neutrality, literally free of audible coloration, even compared to a live voice!  I guess that

speaks well for tonal accuracy.

2. Regarding imaging, the M1s are uncannily solid-no crossover audibility, let alone

smearing', even off vertical axis (just a very natural HF rolloff).

3. Horizontal dispersion is very wide, maintaining tonal neutrality and imaging.  This, I

believe,  is responsible for the unusually wide, deep, and open spatial reproduction.

4. The transient response sounds free of any percussive delay-smearing effect.

5. Transparency and detail resolution sound extremely good, possibly as good as an

electrostatic.

6. The bass quality is so natural and detailed that I hardly missed the below-55Hz stuff.

(But since I love deep bass, I would add a good subwoofer.) With the M1s, I heard the

things a live acoustic string bass produces: both the extended series of harmonics and

the vibrating string "pulsiness";  the latter requires excellent phase coherence as well as

a smooth frequency response.

7. With 86dB (1W/tm) sensitivity and 50W handling, they won't safely sustain above 103db

SPL.  But to find criticism of the M1s' musical realism, you'll need one of those "hi-end"

magazine reviewers who can "hear" the benefits of plutonium-enriched superconducting

binding posts (those on the Ml are close).

SPEAKER BUILDER Dennis Colin

Swans M1



2003 International CES

"Best Of CES High-End Audio Finalists"

Ultra High-End Home Theater System: Swans 2.2HT

Just like the theater!

The Swans 2.2 is Swan's flagship home theater system and stands almost 7' tall weighing in at over 330 pounds.

 This is one of those “wall of sound” experiences that will leave you breathless.

There are 104 drivers in the 2.2. Each 2.2 employs 16 Swans Isodynamic Planar midrange drivers and another

32 Swans Isodynamic Planar tweeters combined to make a matrix sound panel to produce an incredibly involving

and dynamic soundstage. Use of an array of multiple small driver panels makes placing the speaker easier,

and the "sweet spot" craved by audiophiles is larger and far more encompassing.

D r e a m  B i g



Swans 2.2

Frequency response: 22Hz-40kHz

Sensitivity(2.83v/m):  92dB

Nominal impedance:  8 ohms

Power handling:   10-1500w

Dimensions(mm):       910X337X2050

Swans F1R

Frequency response: 54Hz-20kHz

Sensitivity(2.83v/m):  90dB

Nominal impedance:  8 ohms

Power handling:   10-500w

Dimensions(mm):       550X238X430

Swans F1C

Frequency response: 42Hz-20kHz

Sensitivity(2.83v/m):  90dB

Nominal impedance:  8 ohms

Power handling:   10-500w

Dimensions(mm):       1190X353X220

Ribbons have some real world advantages over cone-based transducers when it comes to home theater. The first is a controlled dispersion. Ribbons project the sound in

an oval pattern so that everyone in the room enjoys phenomenal sound. Ribbons are fast. Each one moves a small wall of air with less effort than cone based drivers.

When a shot is fired in a soundtrack, you can literally feel the impact on your chest.

With such vast acoustic horsepower on tap, successfully integrating a substantial bass system is important. Swans designers rose to the task by avoiding the issues of a

conventional large diameter woofer. Instead, they specified 4 robust 8" woofers for each Swans 2.2, for a total swept piston area the equivalent of a very large subwoofer

system. Each individual 2.2 woofer then further incorporates a huge 4" diameter voice coil and unique Swans motor assembly optimized using FEA and Swans' own hybrid,

two-magnet technology.

The multiple 300% oversized woofer voice coils add up to virtually unlimited dynamic range and near-nil thermal compression. Multiple small woofers with oversized voice

coils are comparable to a high-performance engine in a small sports car: The results are simply explosive and perfectly compliment the Swans 2.2's state-of-the-art planar

technology.

No speaker in the world uses this assortment of special drivers. And no speaker in the world can match the 2.2's sound. Sonically, the 2.2 elicits a visceral "slap-in-the-

chest" reaction to explosive peaks, regardless of the source. Meanwhile, the line-source upper-frequency driver arrays minimize room interaction and guarantee a seamless,

uninterrupted, nuanced sound field with ultra-low distortion. The 2.2 opens an entirely new window on all the listener's favorite and remembered performances.

The 2.2's cabinets are beautifully finished in rosewood and piano black and feature a solid 6mm driver plate of machined, anodized aluminum containing the 104 drive

components that make up the bulk of the system. When it comes to getting lost in the movie, these speakers are your ticket.

Dream Big.

Swans 2.2HT Ultra High-End Home Theater System: One pair Swans 2.2 main speakers, One pair Swans F1R surround speakers, One Swans F1C center speaker.

The Swans 2.2 is Bi-pole 3-way 4th Vented-Box acoustic system.



True theater realism requires an impressive loudspeaker package well beyond the

average stereo loudspeakers commonly being used for the task. In the F1HT System,

20 high-power woofers generate explosive realism, and another 20 dome midrange

drivers and 13 Isodynamic Planar flat panel tweeters will rivet you to your seat. The

F1HT System has the sheer power to overwhelm you with unlimited dynamic range,

and the ultra-low distortion easily unravels the most complex passages. This is a system

intended for the top level of custom home theaters.

Swans didn't stop with just this impressive list of exotic drive components. We selected

our finest proprietary woofer technology - borrowed from our magnificent 2.2 speaker

system - and moved the F1-HT system into a league all its own. Once again, we rely

on hugely oversized voice coils and ultra-low distortion motors to ensure prodigious

levels of accurate, hair-raising bass energy.

The Maximum Audio Experience

High-End Home Theater System: Swans F1HT



HiVi D8 Loudspeaker 4" Kapton Voice Coil

Swans F1

Frequency response: 25Hz-20kHz

Sensitivity(2.83v/m):  92dB

Nominal impedance:  8 ohms

Power handling:   10-1200w

Dimensions(mm):       340X472X1705

Swans F1R

Frequency response: 54Hz-20kHz

Sensitivity(2.83v/m):  90dB

Nominal impedance:  8 ohms

Power handling:   10-500w

Dimensions(mm):       550X238X430

Swans F1C

Frequency response: 42Hz-20kHz

Sensitivity(2.83v/m):  90dB

Nominal impedance:  8 ohms

Power handling:   10-500w

Dimensions(mm):       1190X353X220

Though the bass is impressive, we feel a more important quality in home theater is the midrange, the area of audio spectrum in which the human voice is concentrated.

Special 50mm Swans dome midrange drivers boast high-energy modern magnetic and excellent dispersion for articulate, realistic vocal and music reproduction.

Using 20 of these drivers ensures ultra-low intermodulation distortion and virtually unlimited dynamic range.

Finishing up the F1HT's already impressive performance requirements meant calling again on Swans best Isodynamic Planar flat panel tweeter, a device developed

by Swans and called one of the very best high-frequency devices in the world. (Highs reproduced by this special system actually exceed the ear's upper frequency

limit by a full octave, but the phase integrity they bring has been documented to supply a sonic realism second to none.) A total of 13 such devices arrayed throughout

the F1HT System again highlight the vast amounts of clean, low-distortion treble energy that are the F1's forte.

Lastly, Swans engineers aligned all this technology in special patterns: Note the unique symmetrical layout of the dome midranges and flat-panel tweeters in the

F1C center speaker and F1R rear surround speakers. All middle and high-frequency output is carefully aligned to "drive" the room symmetrically and evenly.

Meanwhile, the F1 main speakers use specially designed vertical arrays that constrict the sound within a narrow window vertically..... and keep acoustic floor and

ceiling "bounce" to a minimum, a primary requirement for high-performance home theater.

The F1HT comes finished in Swans signature piano black and machined, anodized aluminum for a theater system installation as beautiful as it is powerful. The

Swans F1HT - designed for better-than-the-theater sound right at home.

Whoever said that emotion lies in the sound of the performance was right. The Swans F1HT System will bring it all out.

Swans F1HT High-End Home Theater System:

One pair Swans F1 main speakers, One pair Swans F1R surround speakers, One Swans F1C center speaker



The F2HT was designed in response to a customer that loved the sound of the big F1HT

but needed something more compact. Thus the F2HT shares much of the same driver

technology of its larger brother, but is more compact. The F2HT front speakers use Swans

8" woofer with the same oversized voice coil.

The 6 inch Swans R2 Tweeter is used in both the main and center speakers. It was designed

specifically for home theater applications. It takes a ton of power with almost no distortion

and has extremely wide horizontal dispersion across the listening area.

The compact 2” dome midranges perfectly compliment the R2 tweeter

in the front speakers. They have the uncanny ability to replicate the subtlest nuances in

movie soundtracks. “Very wide and very real” is how one reviewer described the soundstage.

High-End Home Theater System: Swans F2HT

Think  Dynamic



The compact but powerful F2C center speaker is considered by some to

be the most critical component in any theater system. It will accommodate

a great deal of power yet easily reproduce even the hardest-to-understand

dialogues. This special speaker is composed of a larger single Swans R2

Isodynamic Planar flat-panel tweeter flanked by a pair of two 6.5" 165mm

mid-bass drivers with Swans high-power hybrid motor system.

As with all "F" series models, Swans has endowed the F2HT's main and

center speakers with either piano black or dark walnut and milled aluminum

finishes. The matching R3 surround speakers, uses only heavy, resonance-

free braced stock in a true dipolar design.

The new Swans F2HT system is perfect for your theater environment.

Audition a set today.

Swans F2HT Home Theater System:

Swans F2

Frequency response: 33Hz-20kHz

Sensitivity(2.83v/m):  91dB

Nominal impedance:  4 ohms

Power handling:   10-600w

Dimensions(mm):       320X370X1295

Swans F2C

Frequency response: 44Hz-20kHz

Sensitivity(2.83v/m):  90dB

Nominal impedance:  4 ohms

Power handling:   10-240w

Dimensions(mm):       680X280X200

Swans R3

Frequency response: 59Hz-20kHz

Sensitivity(2.83v/m):  90dB

Nominal impedance:  4 ohms

Power handling:   10-150w

Dimensions(mm):       464X226X272

One pair
Swans F2 main speakers

One
Swans F2C center speaker

One pair
Swans R3 surround speakers



How do you improve on success?

A year ago we set out to re-design the already successful Swans Diva series. The first thing we did was to talk

to our customers – especially women. What we found was they liked the existing Swans Diva speaker but wanted

something that was even sleeker, more graceful, but most importantly, it should blend in with their existing

furniture.

Introducing the new Swans Classic series

The shape has changed, the drivers are changed and the sound is better than ever. The tweeter now gently

blends into the top. Positioning the tweeter on top of the speaker gives more of a sense of air to the sound.

The sleeker shape gives a better and smoother response.

The finish of the cabinets is exquisite in its simplicity. Both the bottom and top cap are finished in a piano black

lacquer. The side panels are substantially braced within and have a graceful, curving front-to-back profile.  Outside

they’re clad in a rich dark burl veneer then applied Multiple coats of clear piano lacquer and the whole speaker

is hand polished to a deep luxurious finish.

T h i n k  P r o f e s s i o n a l

Swans Classic Series



A distinguishing element of many Swans speakers is the externally mounted wide-band dome tweeter, which improves the sense of spaciousness in music playback. Further

refining this excellent treble performance is the 1" 28mm dome's special high-energy neodymium motor with integral rear decompression chamber and ferrofluid cooling - engineer-

speak for an output that's broader, smoother, and more powerful than you get from any conventional tweeter.

For high-power theater sound, Swans designers pulled out all the stops and selected their finest cone midrange, a 5" Kevlar/paper cone with characteristics perfect for the

Classical series. The combination of the Swans dome tweeter technology and robust extended-range midrange performance add up to a very clean and powerful vocal sonic

profile.

Swans designers completed the new Swans Classical main speakers with a tandem pair of Kevlar/paper cone woofers with seamless, hand-back-damped cones. Listeners are

typically surprised by the abundance of clean, articulate bass produced by the Classic’s testament to the effectiveness of Swans extensive in-house program of advanced driver

optimization: Swans simply knows how to wring every ounce of output from each and every driver they make.

The Swans Classical series uses 3 different size woofers, 5”, 6.5”, and 8” respectively for Swans 4.2 F, 5.2F, 6.2F main speakers, each one suited to be used in different

environments.

The matching Swans 4.2R surround speaker and Swans 4.2C center speaker assume the same features of the Swans Classic main speakers.

The Swans 4.2C  center speaker uses two 5"  midrange woofers flanking a centrally mounted 28 mm soft dome tweeter.

Also the matching Swans 4.2C  center speaker incorporates identical multi-driver technology, creating a seamless front-stage image for high-performance theater playback. The

sound from the combination of drive units in the Swans 4.2C is exceptional: The two 5" woofers on either side of this array lend an authoritative tone to the male voice, and the

midrange and tweeter duplicate the excellent dispersion found in the main speakers.

The Swans 4.2R  surround speakers are works of art. Sculptured from the same low resonance MDF acoustical board stock used in the other Swans cabinets, they're a true

dipolar design and are most effective at creating a convincing ambient surround environment. Dual Swans dome tweeters complete this high-resolution duo. They use two 5”

and two 28mm soft dome tweeter configured to a top quality Bi-pole Two 2-way Sealed-Box surround system for best ambient sound field energy and all-enveloping rear sound

effects.

Not only does the Swans Classic have a new shape, the sound is equally impressive, This latest mixture of Kevlar and paper used in the midrange and woofer gives an incredible

natural tonality to voices and music. Testing was done in our newly completed anechoic chamber, which is the largest in China, The results are highly impressive.

The Swans Classic comes in three different models, the 6.2HT, the 5.2HT and the 4.2HT and is guaranteed to please. This is one impressive speaker that everyone will love.

T h e  S i m p l e r  t h e  B e t t e r

Home Theater System: Swans 4.2HT
One pair Swans 4.2F main speakers

One pair Swans 4.2R surround speakers
One Swans 4.2C center speaker

Home Theater System: Swans 5.2HT
One pair Swans 5.2F main speakers

One pair Swans 4.2R surround speakers
One Swans 4.2C center speaker

Home Theater System: Swans 6.2HT
One pair Swans 6.2F main speakers

One pair Swans 4.2R surround speakers
One Swans 4.2C center speaker



B r i n g  M u s i c  H o m e



Model: Swans 4.2F
System Description: 3-way 4th Vented-Box system
Driver Units: Two 5" woofers, One 5" Mid Range, One 28mm Tweeter
Frequency Response: 39Hz-20kHz
Sensitivity(2.83V/m): 88dB
Nominal Impedance: 6 ohms
Power Handling: 10w-120w
Magnetically Shielded: Yes
Dimensions (HxDxW): 1131x442x330mm
Net Weight: 22.5kg

Model: Swans 6.2F
System Description: 3-way 4th Vented-Box system
Driver Units: Two 8" woofers, One 5" Mid Range, One 28mm Tweeter
Frequency Response: 33Hz-20kHz
Sensitivity(2.83V/m): 90dB
Nominal Impedance: 6 ohms
Power Handling: 10w-200w
Magnetically shielded: Yes
Dimensions (HxDxW): 1331x500x440mm
Net Weight: 35kg

Model: Swans 4.2C
System Description: 2-way 4th Vented-Box
systemDriver Units: Two 5" woofers, One 28mm Tweeter
Frequency Response: 50Hz-20kHz
Sensitivity(2.83V/m): 86dB
Nominal Impedance: 6 ohms
Power Handling: 10w-80w
Magnetically Shielded: Yes
Dimensions  (HxDxW): 617x385x267mm
Net Weight: 11.2kg

Model: Swans 5.2F
System Description: 3-way 4th Vented-Box system
Driver Units: Two 6.5" woofers, One 5" Mid Range, One 28mm Tweeter
Frequency Response: 36Hz-20kHz
Sensitivity(2.83V/m): 90dB
Nominal Impedance: 6 ohms
Power Handling: 10w-150w
Magnetically Shielded: Yes
Dimensions (HxDxW): 1231x472x365mm
Net Weight: 28.5kg

Model: Swans 4.2R
System Description: Bi-pole Two 2-way Sealed-Box system
Driver Units: Two 5" woofers, Two 28mm Tweeter
Frequency Response: 55Hz-20kHz
Sensitivity(2.83V/m): 87dB
Nominal Impedance: 6 ohms
Power Handling: 10w-80w
Magnetically Shielded: Yes
Dimensions (HxDxW): 503x505x331mm
Net Weight: 7.6kg E n j o y  L i f e

Home Theater System: Swans 4.2HT

Home Theater System: Swans 5.2HT

Home Theater System: Swans 6.2HT



The S600HT is a departure from the usual “box” speaker. The gentle curved shape is friendly

in most home environments. The speaker cabinet is hand built from rigid MDF, a recognized

sound deadening material used in high quality speakers. The finish has incredible depth

and is a colored piano lacquered finish. To achieve this look, the speaker boxs are first

painted and then over sprayed with multiple coats of clear lacquer. Between each coat,

the speakers are hand sanded to achieve a velvet smooth finish. After the last coat of lacquer is applied, they

are hand polished to a mirror finish.

The tweeter used in the S600 is our new Rt1L tweeter. It represents a breakthrough in conventional tweeter

design. It does not employ a voice coil like conventional tweeters. The radiating diaphragm is flat and uses

the same technology found in our isodynamic ribbon tweeters. results in a very even dispersion pattern for the

sound in all directions. Highs are dynamic, non- fatiguing, crisp and clear.

The midrange/bass drivers are built for power. Their rigid metal cone is able to replicate the most demanding

sound passages in any scene.  Bass is tight and controlled. Because the same compliment of drivers is used

in the front center and rear cabinets, the tonal quality is identical throughout.

The front speakers are a three-way design incorporating a subwoofer mounted in the lower side of the each

speaker. The 10-inch driver is a heavyduty long unit of our own design that is also successfully used in our

powered subwoofers. Bass is authoritive and controlled.

The S600 HT is a statement in speaker design. You will enjoy its beauty and sound for years to come.

Swans Pasadena S600HT
2005 CES: “Best of CES Ultimate Audio Finalist” - HiVi Swans S600HT



Swans S600HT Home Theater System:

One pair Swans S600F main speakers, One pair Swans S600R surround speakers, One Swans S600C Ccenter speaker

Swans S600F

Frequency response: 35Hz-20kHz

Sensitivity(2.83v/m):  88dB

Nominal impedance:  8 ohms

Power handling:   10-150w

Dimensions(mm):       240X437X1210

Swans S600R

Frequency response: 55Hz-20kHz

Sensitivity(2.83v/m):  87dB

Nominal impedance:  8 ohms

Power handling:   10-60w

Dimensions(mm):       180X170X395

Swans S600C

Frequency response: 51Hz-20kHz

Sensitivity(2.83v/m):  88dB

Nominal impedance:  8 ohms

Power handling:   10-80w

Dimensions(mm):       720X205X182



Swans M6000 Circular Ribbon Home Theater System



Swans M6000F

Frequency response*35Hz-20kHz

Sensitivity(2.83V/m): 86dB

Nominal impedance* 4 ohms

Power handling*       10-120W

Dimensions(mm)*   230X364X1080

Swans M6000C

Frequency response*80Hz-20kHz

Sensitivity(2.83V/m):  88dB

Nominal impedance* 8 ohms

Power handling*       10-60W

Dimensions(mm)*   460X145X194

Swans  M6000R

Frequency response*80Hz-20Hz

Sensitivity(2.83V/m):  88dB

Nominal impedance* 8 ohms

Power handling**    10-40W

Dimensions(mm)*   300X120X200

Electro-Acoustic Research.
R1L is a new ribbon tweeter unit developed and researched by HiVi electro-acoustic

technicians. Employing our new circular circuit membrane technology, the R1L is well-

known and widely used in the industry for achieving exceptional audio-video fidelity.

The precision response of the ribbon tweeter accurately re-produces impulse in dynamic

sound movements, rendering distinctive clarity between the mid and high frequency

range sound fields.

Linear Sound Source. Elegant Design.
Swans M6000HT home theater system uses HiVi R1L circular ribbon tweeters and

4pcs 2 inch mini full-range units to form an extremely consistent D’Appolito structured

linear sound source. The cabinet framework construction compliments the drive

structures by minimizing undesirable resonances and feedback. The full spectrum is

represented with highly accurate audio-video fidelity.

Dual D6 side-firing subwoofers with 75mm oversized voice-coils merge perfect low

frequency power and sound quality with the higher range. The M6000HT tweeter, mid-

range and woofer are respectively independent crossovers, employ finely crafted

stereophile quality components, with near-nil noise interference. The active cylindrical

subwoofer reveals the formidable digital low-frequencies recorded in the most powerful

of movie soundtracks.

Swans M6000HT cabinets are finished with 8 coats of high-gloss piano-grade lacquer.

The simple, streamlined design harmonizes elegantly with most modern home interiors.

Swans Sub5000

Frequency response*20Hz-150Hz

Sensitivity(2.83V/m):  n/a

Nominal impedance* n/a

Power handling**    10-150W

Dimensions(mm)*   363X445X390



C r e a t e  a  F a s h i o n a b l e  H o m e

Swans T700HT Home Theater System



Home Theater System: Swans T600HT
One pair Swans T600F main speakers

One pair Swans T200 surround speakers
One Swans T600C-II Ccenter speaker

One Swans Sub 200A

Home Theater System: Swans T700HT
One pair Swans T700F main speakers

One pair Swans T200 surround speakers
One Swans T600C-II center speaker

In 2003, Swans T600HT was showcased for the first time at CES & T.H.E. Show Expo in Las Vegas. The

truly unique triangular design synthesizes form and function, resulting in visual and audible excellence. The

system was honored with “The Most Innovative Speaker Design Award” by T.H.E. Show.

T700HT is the next generation of Swans T series systems. Based closely on esthetic and acoustic principles

of the T600HT, dual 8” subwoofers have been added to the towers, re-enforcing powerful and dynamic low

frequency reproduction. The bass extends well into the sub-low frequency range of a theater. Space is saved

as no additional subwoofer is required.

Like T600HT, the Swans T700HT unapologetically defies traditional loudspeaker cosmetics in favor of beauty

and functional structure. Asymmetrical profile cabinets with triangular panel minimize reflection and internal

standing waves. Externally: long, visually engaging lines of silver aluminum are mounted on an elegant black

piano lacquer cabinet creating bold yet classical contrast.



Swans T600F

Frequency response: 39Hz-20kHz

Sensitivity(2.83v/m):  88dB

Nominal impedance:  8 ohms

Power handling:   10-120w

Dimensions(mm):       283X311X1218

Swans T700F

Frequency response: 36Hz-20kHz

Sensitivity(2.83v/m):  88dB

Nominal impedance:  6 ohms

Power handling:   10-120w

Dimensions(mm):       283X368X1218

Swans T600C-II

Frequency response: 50Hz-20kHz

Sensitivity(2.83v/m):  90dB

Nominal impedance:  4 ohms

Power handling:   10-120w

Dimensions(mm):       652X280X180

Swans T200

Frequency response: 60Hz-20kHz

Sensitivity(2.83v/m):  87dB

Nominal impedance:  8 ohms

Power handling:   10-60w

Dimensions(mm):       217X278X382

Swans Sub 200A

Frequency response: 30Hz-180Hz

Sensitivity(2.83v/m):  n/a

Nominal impedance:  n/a

Power handling:   10-150w

Dimensions(mm):       323X490X475

T700HT employs HiVi’s world famous RTII Isodynamic Planar driver. The RTII is recognized as one of the

worlds finest ultra-low-distortion, ultra-fidelity high-frequency reproduction devices and is relied upon by

some of the worlds most prestigious high-end acoustical systems craftsmen. ribbon tweeters have a more

natural radiation pattern which reduces ceiling and wall reflections. The wider sound field provides excellent

listening for those in front of the speakers, and off to the sides.

HiVi engineers worked relentlessly for uncompromised perfection in the crossover of woofer and tweeter

units in order to merge them seamlessly with the acoustically advanced cabinet design. The reduction in

coincident interference renders sound clarity that is… sublime.



Swans M20000F

Frequency response: 90Hz-20kHz

Sensitivity(2.83v/m):  92dB

Nominal impedance:  8 ohms

Power handling:   10-150w

Dimensions(mm):       72X97X1370

Swans M20000R

Frequency response: 120Hz-20kHz

Sensitivity(2.83v/m):  95dB

Nominal impedance:  4 ohms

Power handling:   10-100w

Dimensions(mm):       72X97X1370

Swans M20000C

Frequency response: 120Hz-20kHz

Sensitivity(2.83v/m):  95dB

Nominal impedance:  4 ohms

Power handling:   10-100w

Dimensions(mm):       658X72X97

How could a speaker so beautiful and delicate stand up to the task of producing

realistic sounding movie soundtracks? The secret lies in the 56 small 2” but powerful

drivers contained within the M20000HT cabinets. Combined together, they produce

a soundstage experience that will totally involve your senses. No longer do you need

big unsightly boxes in your living room. The satin aluminum cabinets are less than

3” wide and fit almost anywhere in a room. In fact some of our customers have told

us they have put this system into their bedroom for watching movies. It is unobtrusive

and appeals to those who believe audio speakers should be a design statement in

them selves.

Each floor standing speaker is supported on a circular tempered glass base with

silver plated adjustable feet. The center channel speaker has it's own stand and lies

vertically on or under the monitor.

The floor standing speakers have wires that are connected to a set of high quality

binding post hidden in the base of the speaker for an out of site connection.

The M20000HT includes a powered subwoofer that is comprised of two 10” drivers,

one passive and the other active. Although it looks small, this sub has no trouble

filling the room with deep authoritive bass.

At T.H.E. SHOW during the 2004 CES in Las Vegas the M20000 system was awarded

the “Best Innovation in Design” award.

This is a system you will be proud to show and be delighted to listen to.

Swans M20000HT Home Theater System:

One pair Swans M20000F main speakers

One pair Swans M20000R surround speakers

One Swans M20000C center speaker

One Swans Sub30


